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DESCRIPTION

This is a three-ply laminated product that is designed for outdoor stretch tenting.
This product exhibits very good stretch and recovery properties.  The product is
waterproofed by sandwiching a polyurethane membrane between two knitted
fabrics.  It is not intended to be a permanent structure, as lengthy exposure to UV
and hydrolysis, will eventually compromise the membrane.

By using a PU membrane instead of a PVC film, the elongation and recoverability
is improved. However, the waterproofing performance of a PVC film is superior.

BENEFITS

 ✔ Waterproof
✔ Water/Oil Repellent
✔ UV Resistant
✔ Anti-Fungal

INTENDED USE Outdoor Stretch Tenting, Bedouin tents

PROPERTY SPEC
Composition Polyester/PU

Construction Laminated

Weight 600 ±5%

Usable Width 170

Water Penetration > 7000

Tensile Strength Newtons BS 13934
> 1400

> 1000

Average Peelbond Newtons SANS 1439
> 10

> 10

Anti-Fungal Pass

Colour Fastness to Light ≥ 4

Oil Repellency ≥ 4

Water Repellency ≥ 80

This applies to the entire range of CONTOUR® fabrics. The fabric is guaranteed for a period of one year, during which it covers any abnormal
deterioration of the waterproofing properties and delamination (when fabric is used for rental usage and not semi-permanent) as well as the
general structural integrity of the fabric, given a normal exposure to weather and in the case that care and cleaning advices have been properly
followed. The warranty includes the replacement of the fabric required to replace the product in question only, and does not include other
expenses such as postage, transportation, sewing, labour and / or assembly.
This warranty does not cover damages caused by accidents, mechanical action, rubbing, chemical aggressive agents, abuse and / or negligence.
This warranty is applied from the date of the despatch from Finlam Technical, of the product and any claim must be accompanied with the
installers receipt and relevant roll number stating that the fabric used was CONTOUR®.
*Please see colour specification chart for colourfastness results, supplied by Finlam Technical (Pty) Ltd. Please also note that darker colours will
fade quicker than lighter colours.

Please note that the information shared in this document is for general information only, and it is the responsibility of
the customer to ensure that this product meets their specific requirements. The data in this document is for indication
only and the product performance properties may vary.  This document is not to be treated as a Certificate of
Conformance.  Finlam Technical will not entertain any damages claimed against them as a result of data expressed in
this document.


